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Pentagon Industry

FIVE
Assembly Instructions



3

4st. M8x20 8st. M8x20 2st. 4x16 16st. 4,5x20 2st. M8 2st. M8x44 2st. M6x20 2st. M8x16

FIVE

 L x4 

 M8x20

 M x8 

 M8x20

 N x2 

 4x16

 O x16 

 4.5x20

 Q x2 

 M8x44

  R x2  

  M6X20

 S x2 

 M8X16

 T x12  P x2 

 M8

B

D x2

E

H x2

C x2

G

J

I

A

4st. M8x20 8st. M8x20 2st. 4x16 16st. 4,5x20 2st. M8 2st. M8x44 2st. M6x20 2st. M8x16

F

K

x2

L x4

C
D

D

E

C

1.

2.



4 5

3.

4.

A

J
A

B

B

M x4

J

5.

x4
M



6 7

6.

12-15 mm

 39

12-15 mm

39

12-15 mm

 39

12-15 mm

39

x2

7.

8.

x2

Max moment 5 Nm
x2

Q

S

S

P H

H

12-15 mm

39



8 9

 Min. 1150 mm

Max. 1740 mm

9.

10.

 Min. 1150 mm

Max. 1740 mm

 Min. 1150 mm

Max. 1740 mm

 Min. 1150 mm

 Max. 1740 mm

11.

x12

R x2

T

 25

 Min. 1150 mm

Max. 1740 mm



10 11

13.
RESET PROCEDURE

Lower the frame to its lowest position by  pressing 
the down arrow on the hand control.  Release the 
button. Press the button again and keep it 
pressed for 10 seconds, the reset is now carried 
out and the frame is ready to use.
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NOTE All cables must be connected to the control box in this specific sequence before you plug in the power.




